
SEAM - PRO 
SPECIFICATIONS 

A B C D Machine Weight Thickness Accuracy 

in cm in cm in cm in cm lbs kg in cm in mm 

LPSW-72 72 183 6 15 108 274 35 90 2315 1050 
.024-

.125 

.061-

3.175 

V -

0.004 
+/-0.1 

LPSW-120 120 305 7.9 200 161 410 41 105 3682 1670 
.024-

.125 

.061-

3.175 

+/-
0.004 +/- 0.1 

MINIMUM DIAMETERS 
LPSW-72 = 6" 

LPSW- 120 = 8" 

MAXIMUM DIAMETERS 
WITH LOW RISER = 38" 
WITH HIGH RISER = 62" 

SAME FOR BOTH MODELS 

0 H 

EXTERNAL MODE 

FOR RISFR OPTIONS PI FASF 
CONSULT THE FACTORY 

AIR REO. 90 PSI 

CFM 10 

MACHINE VOLTAGE 208/230 

- 1PH 

WELDER VOLTAGE 208/440 -
1 OR 3PH 

MACHINE AMPS - 20 

WELDER AMPS - 80/1PH 

WELDER AMPS - 60/3PH 

Production Products, Inc. 
30487 Potomac Way - Charlotte Hall, MD 20622 

1-800-231-8040 - Fax: 1-301-472-4300 
www.ppiduct.com 


